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LG 15

AVENANT D’ATTESTATION D'EXAMEN CE
DE TYPE

Composant destiné a étre utilisé en atmosphéres
explosibles (Directive 94/9/CE)

Numéro de I'avenant :
LCIE 13 ATEX 3064 U/ 01

Composant :

Détecteur de gaz
Type : MP-72xx et VQ548MP
Demandeur: SGX SENSORTECH S.A.

DESCRIPTION DE L’AVENANT

- Changement de la température ambiante:

-40°C 4 +75°C aulieude-40°C a+60°C.

- Changement des paramétres de sécurité intrinséque.

Les résultats des vérifications et essais figurent dans le
rapport confidentiel N°122228-644653.

Paramétres spécifiques du ou des modes de protection

concerné(s) :

Modifiés comme suit :

U6V, [:185mA, B : 1100 mW, L;:
Le marguage doit étre :

Modifié comme suit :

SGX

Adresse : ...

Type : MP-72xx ou VQ548MP

N° de fabrication : ... ; Année de fabrication : ...
&111G ExiallC Ga

& IM1 ExialMa

LCIE 13 ATEX 3064 U

Ui:6V, [:185mA, B : 1100 mW, L;:

Le marquage peut étre réduit ainsi :

0,C:0

O,Ci:O

SGX
Type : MP-72xx ou VQ548MP
ExiallC Ga ExialMa

LCIE 13 ATEX 3064 U

DOCUMENTS DESCRIPTIFS
Dossier technique N° 116226 rév.01 du 17/10/2013.
Ce document comprend 9 rubriques (37 pages).

CONDITIONS SPECIALES POUR UNE UTILISATION
SURE

Mise a jour des conditions spéciales :

- Température ambiante d'utilisation : - 40°C a + 75°C
AVERTISSEMENT — DANGER POTENTIEL DE
CHARGES ELECTROSTATIQUES - VOIR
INSTRUCTIONS.

EXIGENCES ESSENTIELLES DE SECURITE ET DE
SANTE

Couvertes par les normes EN 60079-0:2012 et

EN 60079-11:2012.

VERIFICATIONS ET ESSAIS INDIVIDUELS
Néant.

Fontenay-aux-Roses, le 6 novembre 2013
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SUPPLEMENTARY EC TYPE EXAMINATION
CERTIFICATE

Component Intended for use in Potentially explosive
atmospheres (Directive 94/9/EC)

Supplementary certificate number :
LCIE 13 ATEX 3064 U/ 01

Component :

Gas sensor
Type : MP-72xx and VQ548MP
Applicant:  SGX SENSORTECH S.A.

DESCRIPTION OF THE SUPPLEMENTARY CERTIFICATE
- Change of ambient temperature: - 40°C up to + 75°C
instead of - 40°C up to + 60°C.

- Change of intrinsic safety parameters.

The examination and test results are recorded in confidential
report N°122228-644653.

Specific parameters of the concerned protection mode :

Modified as follows :
U8V, :185mA, P:

The marking shall be :

Modified as follows :

SGX

Address : ...

Type : MP-72xx or VQ548MP

Serial number : ... ; Year of construction : ...
&IN1G ExiallC Ga

&®IM1 ExialMa

LCIE 13 ATEX 3064 U

U6V, 185 mA, B;: 1100mW, Li: 0, C:0
The marking can be reduce as following :
SGX

Type : MP-72xx or VQ548MP

ExiallCGa ExialMa

LCIE 13 ATEX 3064 U

DESCRIPTIVE DOCUMENTS
Certification file N° 116226 rev.01 dated 2013/10/17
This file includes 9 items (37 pages).

SPECIAL CONDITIONS FOR SAFE USE

1100 mW, L;i:0,Ci: 0

Update of the special conditions :

- Température ambiante d'utilisation : - 40°C to + 75°C
WARNING — POTENTIAL ELECTROSTATIC CHARGING
HAZARD — SEE INSTRUCTIONS.

ESSENTIAL HEALTH AND SAFETY REQUIREMENTS

Covered by EN 60079-0:2012 and EN 60079-11:2012
standards.

ROUTINE VERIFICATIONS AND TESTS

None.

Le Responsable de Certification ATEX
ATEX Cemﬂcatlon Officer

Page 1 sur 1
02A-Annexe |Il_CE_cp_av —rev3 DOC



